7. Level 2 Repair

7-1. Disassembly

1 I Detach the battery cover I

Separates screw

1. It separates Battery Cover using a nail home

2. It separates SCREW of REAR displayed by an upper
image
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Separates Rear case
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Separates Rear case

3. Put the nails of thumb into the gap between REAR
and FRONT. And broaden the REAR case gap to the
each side.(Right and Left side).

4. So that a part of hook is not damaged; principles
(care)
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Level 2 Repair

5 I De-assemble B-to-B Connectors I

Separate PBA ASSY' I

5. Separate 3 connectors circled in yellow, and
remove the screw located in the bottom of PBA in
red.

6. Separate PBA ASSY' from front ASSY' carefully

7 I Remove all I

7. Remove all
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Level 2 Repair

7-2. Assembly

1 I‘ Prepare Assemble Cameras.

1. Prepare the Front ASSY', Rearcase, PBA, Speaker,
Cameras.

2. Combine Cameras with PBA like above.

ZI 3 Parts | LI Combine PBA ASSY |

3. Now, just 3 parts are remained, PBA ASSY', Front

4. Combine PBA ASSY' with front ASSY' carefully.
ASSY', Rear case.
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Level 2 Repair

S I‘ B-to-B Connectors, and PBA ScrewI

5. Fit 3 connectors into the socket circled in yellow.
Tighten a screw located in the bottom of PBA circled in
red.

6. Combine rearcase with front ASSY".

’ I‘Assemble 9 POINT SCREW. I

8 IAssembIe Battery cover

7. Tighten 9 screws around the rearcase.

8. Insert the battery and combine battery cover with set.
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